
KWC Group AG | KWC-Gasse 1 | 5726 CH-Unterkulm
+41 62 768 68 68 | info@kwc.com | www.kwc.com



KWC ENIA E

Crystalline 
perfection



KWC ENIA E2

Crystalline 
perfection
KWC ENIA E – promising stainless- 
steel faucet for filtered drinking  
water and maximum durability in 
the kitchen. 

Compelling quality, design and convenience – the KWC ENIA E 
makes everyday kitchen tasks a breeze with its easy operation 
and compact filter technology. Thanks to the dual, decoupled 
water lines and the antibacterial V4A stainless steel, it meets 
the highest hygiene standards. Whether mixed or filtered  
drinking water – operation is intuitive and effortless.





KWC ENIA E4

Absolute drinking pleasure 
Made of durable and recyclable V4A stain-
less steel, the KWC ENIA E meets the  
highest standards of quality and hygiene. 
The antibacterial material ensures maximum 
water purity and keeps the surface of the 
faucet clean. 

Stylish  
accents 

Separate control system 
The classic lever provides mixed water  
as usual, while simply rotating the separate 
knob also provides filtered drinking water. 
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Pillar faucet option 
Filtered drinking water – the perfect complement 
to the classic kitchen faucet: the KWC pillar 
faucet makes it easy to retrofit filtered water 
using an existing soap dispenser hole or a 
separate washbasin. 



KWC ENIA E6

Two colour schemes 
In brushed stainless steel or industrial black, 
the KWC ENIA E is a stylish eye-catcher and 
lends every kitchen an individual touch.  





KWC ENIA E8

Dual water line 
Turning the rotary knob provides filtered  
water of the highest drinking water quality 
at any time. The separate water lines ensure 
that filtered water and mixed water never 
come into contact with each other. If the  
building already has a decalcification system, 
the raw water can be connected. 

Maximum 
hygiene 

filtered water
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Manual operation  
The lever offers the usual convenience for 
everyday kitchen tasks: cold, hot or mixed 
water – whatever you need. 

Separate channels 
A unique selling point of the KWC ENIA E: 
dual, separate water lines with two stream 
types – filtered water and mixed water

cold water

hot water
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23 cm

∅ 4,5 cm

Compact filter technology 
The high-performance, compact filter effort-
lessly removes impurities and optimises water 
quality and taste in no time. With a capacity 
of 4,000 liters, it ensures long-lasting pure 
water. Assembly and replacement are carried 
out quickly and easily – a sustainable solution 
for healthy water directly from the faucet.  
With similar dimensions to a folding rule 
(height 23 cm, diameter 4.5 cm),  
it can be easily integrated into any kitchen.  

KWC FILTER

Compact  
power



KWC ENIA E12

KWC FILTER

Filter technology and 
installation
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The KWC ENIA E activated carbon filter trans- 
forms faucet water into soft, clean drinking 
water – free from hazardous substances and 
microplastics. Installation can be performed 
either horizontally or vertically, depending on 
your needs. 
If the building already has a decalcification 
system, the raw water can be connected.

filtered 
water

cold 
water

hot 
water



Sortiment  |  KWC ENIA E14 Assortment  |  ENIA E

ENIA E Pillar faucet 
with filter system

	– Fixed spout

KWC-Nr.	�
25.591.201.700 
brushed stainless steel, A 125, G ½" 

ENIA E Filter faucet
	– Swivel spout 360°
	– DualFlow
	– QuickInstallation
	– PurifiedWater (with filter)

KWC-Nr.	�
10.591.602.700FL
brushed stainless steel, A 225 with filter 
10.591.612.700FL
brushed stainless steel, A 225 without filter

ENIA E Filter faucet
	– Swivel spout 360°
	– DualFlow
	– QuickInstallation
	– PurifiedWater (with filter)

KWC-Nr.	�

10.591.602.751FL
industrial black, A 225 with filter
10.591.612.751FL
industrial black, A 225 without filter

ENIA E Pillar faucet 
with filter system

	– Fixed spout

KWC-Nr.	�
25.591.201.751
industrial black, A 125, G ½"

Soap dispenser 
Modern bent 

KWC-Nr.	�
Z.540.157.700, brushed stainless steel

Soap dispenser 
Modern bent 

KWC-Nr.	�

Z.540.157.751 , industrial black






