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KWC-No.

125137
chromeline, A225

* Lever mixer
* Swivel spout 160°
- Neoperl® Cascade®
* KWC cartridge M 35
- with ceramic discs

- �ow rate and temperature continuously variable
* Flexible connection hoses ⅜"
* QuickInstallation - Fastening via threaded connection with locking
screws
* Mounting hole size ø35 mm

Dane techniczne

A_Spout_Spray 6 l/min (3 bar)

Connection Flexible_Anschlussschläuche

ATT-KWC-AUSLAUF schwenkbar

Handling topbedient

ATT-KWC-FARBCODE chromeline

Installation_type Standmontage

Faucet_typ Hebelmischer

Dimension Height 208

ATT-KWC-ENERGIESPAREN Niederdruck

G_Acoustic group I

Projection_A A225

EnergyLabelCH A

ATT-KWC-MASS-WASSERAUSTRITT 146

Materiał Mosiądz

Części zamienne



KWC LUNA E

Lever mixer - Kitchen - Low pressure

Modell-Linie: LUNA E | 10.445.023.000FL

Armatura umywalkowa | Armatura jednouchwytowa

KWC Group AG | Home: info@kwc.com| Professional: kwc-export.de@kwc.com | www.kwc.com 17.05.2025

Cartridge M 35 H

538327
Z.537.582


